
http://www.��ѳԹ�.com/en/apv/pd-mp-valves-rge4/
http://www.��ѳԹ�.com/en/apv/pd-mp-valves-rg4/
/where-to-buy?brand=apv&ml___tags[]=22

	Email Submit: 
	Reset Form: 
	Where to Buy: 
	Company Name: 
	Size: 
	Product: 
	Technical Parameter: Flow Rate Minimum: 
	Technical Parameter: Inlet Pressure Minimum: 
	Technical Parameter: Outlet Pressure Minimum: 
	Technical Parameter: Temperature Minimum: 
	Technical Parameter: Density Minimum: 
	Technical Parameter: Viscosity Minimum: 
	Technical Parameter: CIP flor rate Minimum: 
	Technical Parameter: Flow Rate Normal: 
	Technical Parameter: Inlet Pressure Normal: 
	Technical Parameter: Outlet Pressure Normal: 
	Technical Parameter: Temperature Normal: 
	Technical Parameter: Density Normal: 
	Technical Parameter: Viscosity Normal: 
	Technical Parameter: CIP flor rate Normal: 
	Technical Parameter: Flow Rate Maximum: 
	Additional Requirements for selected positioner: 
	Additional Comments: 
	Technical Parameter: Inlet Pressure Maximum: 
	Technical Parameter: Outlet Pressure Maximum: 
	Technical Parameter: Temperature Maximum: 
	Technical Parameter: Density Maximum: 
	Technical Parameter: Viscosity Maximum: 
	Technical Parameter: CIP flor rate Maximum: 
	Contact Name: 
	Phone Number: 
	Email Address: 
	Company Address: 
	RGE41: Off
	RGE42: Off
	Seal Material: Off
	flow characteristics: Off
	Options: WITH DIAPHRAGM rgms, rgems: Off
	Options: STEAM BARRIER (rg-dpf, rge-dpf): Off
	Options: Noise reduction RG only: Off
	Options: metal seat: Off
	Options: manual handle: Off
	diaphragm actuator (samson) spring to close: Off
	diaphragm actuator (samson) MAT 3277 Integrated design : Off
	Positioner: IP 3725: Off
	Positioner: IP 4763: Off
	Positioner: Standard IP3730-1: Off
	diaphragm actuator (samson) MAT 271 External Namur mount: Off
	diaphragm actuator (samson) spring to open: Off
	Options: ATEX certified: Off
	Options: 3-A certified: Off
	RG41: Off


